_ anteed against. defects. resulting from. 
" misuse, “or use of improper fuels _ flints 
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» GUARANTEE © 
our ONSON Lighter i carefully 
tested before leaving our factory and is 


fully guaranteed against defects in 
workmanship and materials, Not guar 


and wicks 
F eee 
"British Pat. No 291,695 
US. Pat. Re. No. 19,023 
Canadian Pat. No. 288, 148 - 
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@ Trade Mark Kegnteres ork 


RONSON PRODUCTS LTO, 
DORINCOURT LEATHERHEAD 
SURREY ENGLAND 


In US.A 


: D 
RONSON ART METAL WORKS: Inc. 
NEWARK, NJ st 
in Canada | , @: 


DOMINION ART METAL WORKS itd. 
TORONTO ONTARIO. 
PRINTED iw whine 37% 


Thousands upon thousands of quick, . 
_ clean, convenient, safe lights from 


the magic RONSON! 
One Finger—One Motion 


PRESS=it’s Lit! RELEASE—It’s Out! 


With a minimum of care, YOUR 


“RONSON will serve you faithfully for 
many years. Just as a car engine 
functions better and lasts longer when 


quality fuels and proper accessories are 


vused, so, too, does a RONSON. 
_ Regular cleaning, fueling, wick trimming 
‘and flint replacement, will make your 


RONSON indispensable to you. 


* Ve 
These simple suggestions will add con: 


siderably to the pleasure ahd convenience 
you get from your RONSON Lighter 


TO FUEL YOUR RONSON 


Refer to diagram for location of fuel 
chamber. Remove. filler screw by turning 
a suitable screwdriver or coin in slot pro- 
vided. Fill’ carefully with RONSONOL 
until wick shows ‘signs of saturation 


Shake out excess fuel. With. cloth, . 


Wipe working parts and body of lighter. 
absolutely dry and replace” filler screw | 
Fill, your lighter regularly. Don't wait 
unti! it runs dry. . This causes. wick to 
char. bm 


Always see that _ filler screw washer is 
In good condition 


“Use only RONSONOL for best results 


and longest service. Tests show that in- 
ferior fuel may mar the surface of the 
lighter and burn with a smoky flame. 


es 
‘TO. REPLACE FLINT 


Refer to diagram for location of Flint 
screw. Remove screw and spring, and 


drop out fragment of worn Flint Insert: 
Replace 
spring and screw but do not tighten, 


new RONSON Flint into tube 
; till you ivi operated 
times to smooth rough edges off Flint 
This ensures ~ easier 
relieves strain on working parts | | 
Be sure to use genuine, 
RONSON FLINTS 


_ extra = “length 
They are of ithe 


highest quality and of correct hardness 4 
to function ~ perfectly and reduce. wear | 
on ‘Ayallable at, your 
dealer | seit Yitanes Mk (ith enleake ae 


on, Flint wheel. . 


lighter “several 


operation © and 


Be ce 
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Always keep wick: 


4. (CARE AND 
REPLACEMENT OF WICK 


extended’ '/s inch 
above the holder so that flame will burn 
easily. , ‘Trim off. charred or frayed oo 
regularly. 


When flame ‘dies quickly, your “Haeson 
needs’ re-fueling. © When wick fails to 


burn properly after re-fueling it should 


be replaced. Pull, out .old wick—do, not 
attempt to unscrew. wick-holder—remove 
old cotton wool. Insert new wick by 
pushing it through wick-holder, pull end 
of wick out of filler screw hole, pack 
cotton wool tightly inside lighter and 
insert end of wick.:'” 


Wick must be. mingled with cotton 
wool or it will ‘not be properly supplied 
with, fuel. For best. results. change wick 
every few mronehs: (seine 


CARE OF FLINT WHEEL 


regularly, removing 


~Clean. flint — wheel 
clogged accumulation on wheel with 
accompanying (or = similar) stiff brush. 


(Raise snuffer to expose flint wheel.) 
Aliso. regularly remove dust and dirt 
gathered under lighter - mechanism, 


— around. wick holder and inside snuffer: 
cap. 


SERVICE OUTFITS 1° 


’ RONSON Accessories 


also put up in Service pratt 


Available © at your dealer. 
ms ‘ po Al pret 


DIAGRAM 


FOR FUELING AND FLINT 


Fill 


fuel 


cit fuet 
shake off excess — replace 
cap and dry: thoroughiy. 


ADJUSTMENT 


Is absorbed, 


